1-fas och 3-fas jordningsdon/-verktyg
1-Phase and 3-Phase Earthing Devices

Kortslutningsdon med forjordningsdon och jordlineknippe
Short Circuiting Splint with pre-earting fitting and lines

Skenorna &r av forsilvrad Al-legering och férsedda med spéar for L
anslutning mot skenféste. Skenorna och skenfasten mandévreras med T
mandverstang MGV, MDV/MSV. Ledarklamman JFS 21 ansluts pa JFS 21 Kontaktdon
kontaktdon JKS. 337,5222 F oy e
Kabelsko JLA ansluts pa fasta kontaktdon mot jord JBF eller JVF. N -
Donlinans area max 150 mmz2. Skenldngd max 1000 mm. SR N
Vid bestallning ange linarea och linlangd samt fasavstandet for SKN 120
att erhalla ratt skenléangd. \

The splint is a silver plated Al-alloy with track for splint connector.
The splint and connector are operated with an insulation pole MGV

or MDV/MSV. The line clamp JFS 21 is for connection to contact fit- 'h:. T 5

ting JKS. - .
Cable shoe JLA is for connection to contact fitting JBF or JVF.

Earthing cable cross-section max 150 mm2. Splint length max 1000 \

mm. Please specify line area, length and distance between phases
when ordering to insure correct splint size.

Skenfaste /;/ )
Connector A Fig 1 a4 "‘
SKF 12 o
Fig 3 Fig 2 Kontaktdon mot jord
Contact Fittings to Earth
Sid/Page 99
Nr Typ Ledarklamma Kabelsko/ Fig. Donlinarea Markstrém Vikt kg/st
No. Type Line Clamp Jordklamma Earthing cable area  Rated Current Weight
Cable Shoe/ mm?2 max. kA/1s kg/unit

Earth Clamp

Kortslutningsskena inkl. skenfésten (4 st), JFS 21, JLA 32 exkl. donlina (passande donlina se sid 11, ange area och langd vid bestallning)
Short circuiting splint incl. connector (4pcs), JFS 21, JLA 32 excl. earthing cable (for earthing cables refer to page 11, specify area and length when
ordering)

= JSKE skena/splint JLA 32 1 25-150 80 3,2

Kortslutningsskena inkl. skenfasten (3 st), JFS 21, JLA 32 exkl. donlina.
Short circuiting splint incl. connector (3pcs), JFS 21, JLA 32 excl. earthing cable

- JSKF skena/splint JLA 32 2 25-150 80 2,9
Skenfaste/Connector

- SKF 12 3 0,6
Skena/Splint

- SKN 120 2,4 kg/m
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