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Manöverstänger
Operating Poles

Enl. SS-EN 61235
För inom- och utomhusbruk.
Manöverstång MFS 24 och MFS -T 52 använd som isolerstång vid manö-
vrering av frånskiljare.

Utrustad med fast ansluten krok. Stången är försedd med ett grepp-
stopp som markerar var greppdelen slutar och isolerdelen tar vid.
Detta greppstopp får under användning ej överskridas. Isolerstången
är tätad för att förhindra fuktinträngning

Isolerstången är av gul, glasfiberarmerad vinylester med ytterdia-
meter 38 mm. Frånskiljarkrok av aluminium. Nedre änden är försedd
med skyddshuv av gummi. Fodral, typ DFO beställs separat.

Ref. EN 61235

For indoor and outdoor use.

Operating pole MFS 24 and MFS-T 52 is used as an insulating pole

when operating disconnectors.

Equipped with a permanent hook. The pole is fitted with a hand

guard that marks where the hand grip section ends and the insulating

section starts. This hand guard must not be exceeded when in use. The

insulating pole is sealed to prevent humidity penetrating.

The insulating pole is made of yellow, fiberglass reinforced poly-

vinyl ester and has an outside diameter of 38 mm. The disconnection

hook is made of aluminium. The lower end is fitted with a protective

cap made of rubber.

Tillbehör: Fodral sid 124. 
Accessories: Case page 124.

Nr Typ Driftspänning Längd mm Length mm Vikt kg/st Anm.
No. Type Operating Weight kg/unit Notes

Voltage Total Isolerdel Greppdel
max kV Total Insulating Hand Grip

Section Section

– MFS 24 24 1600 1000 500 0,8
– MFS -T 52 24/52 1600/2600 1000/2000 500 1,5 teleskopisk 2-delad

2-part telescopic
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